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M
OTOR

ID

2.5
5

wires

2.3
10

wires

Square motor
     control

Unpainted,
     cast aluminum
     motor control

ECM X13
Identification

     Sticker
Heat sink

Speed taps

Identification
     Sticker

Painted, steel
     motor control

NOTE: Early models do not
have identification stickers.

2.3 - 10 or more
     wires in the
     16-pin connector

2.5 - 5 or less
     wires in the
     16-pin connector

ECM
2.3 / 2.5

ECM 2.0

ECM 1.0

NOTE: ECM
1.0 & 2.0
motors are
no longer in
production.

NOTE: See manufacturer’s
service guide for 1.0
motor diagnostics.

Motor Identification 
Chart
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AC
VOLTAGE
CONTROL
INPUTS

24VAC
AC VOLTS

V COM

DC
VOLTAGE
CONTROL
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24VAC

TECMate PRO
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M
ODULE

REPLACEM
ENT

MOTOR CONNECTOR
(3-PIN)

CIRCUIT
BOARD

FROM
MOTOR

Push until latch
seats over ramp

HEX HEAD SCREWS

Only remove
Hex Head Bolts

16-PIN & 5- PIN CONNECTORS

MOTOR CONNECTOR
(3-PIN)

MOTOR OK WHEN
R > 100k ohm

WINDING TEST



MOTOR CONNECTOR
(3-PIN)

MOTOR OK WHEN
R < 20 ohm
(lead to lead)

PHASE-TO-PHASE TEST
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DRIP LOOP

Connector Orientation
Between 4 and 8 o’clock
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ECM X13

RECOMMENDED
BELLYBAND AREA

2.75” BELLYBAND
KEEP OUT AREA

DO NOT
COVER VENTS



FINAL
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